CLAIM AMENDMENTS 

Please cancel Claims 1, 4 and 5, and amend Claim 2 and 3 as follows: 



1. (Cancelled) 

2. (Currently Amended) The solid-state image pickup apparatus 
according to Claim 1, including an array of a plurality of pixel units, each of the pixel units 
including a plurality of photodiodes, one amplification transistor for receiving and outputting 
signals from the plurality of photodiodes, and a plurality of transfer transistors transferring the 
signal from each of the photodiodes to said amplification transistor, comprising: 

a readout circuit connected to an output line of the amplification transistor, 
for receiving output signals from the amplification transistor via the output line, 

wherein the readout circuit comprises difference means for providing a 
difference signal with respect to a plurality of combinations of any two of first, second and third 
signals, the first signal corresponding to a reset level of the amplification transistor, the second 
signal corresponding to a combination of the first signal and the signal of one of the plurality of 
photodiodes, and the third signal corresponding to a combination of the second signal and the 
signal of another of the plurality of photodiodes; and 

wherein the difference means operates on a difference between the first 
signal and the second signal, and a difference between the second signal and the third signal. 
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3. (Currently Amended) The solid-state image pickup apparatus 
according to Claim 1, including an array of a plurality of pixel units, each of the pixel units 
including a plurality of photodiodes, one amplification transistor for receiving and outputting 
signals from the plurality of photodiodes. and a plurality of transfer transistors transferring the 
signal from each of the photodiodes to said amplification transistor, comprising: 

a readout circuit connected to an output line of the amplification transistor, 
for receiving output signals from the amplification transistor via the output line, 

wherein the readout circuit comprises difference means for providing a 
difference signal with respect to a plurality of combinations of any two of first, second and third 
signals, the first signal corresponding to a reset level of the amplification transistor, the second 
signal corresponding to a combination of the first signal and the signal of one of the plurality of 
photodiodes. and the third signal corresponding to a combination of the second signal and the 
signal of another of the plurality of photodiodes; 

wherein the pixel unit further comprises transfer means connected between 
a control electrode of the amplification transistor and the photodiodes, and 

wherein signal charge stored in each of the photodiodes is transferred to 
the control electrode of the amplification transistor via the transfer means. 

4. (Cancelled) 

5. (Cancelled). 
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